Complies To
Australian Standards
AS1657-2018

AS/NZS 1892.1:1996
AS/NZS 1170.0-2002

Boom Arm & Rear Gate

Checkered Plates

I

STRUCTURE
LOAD TESTED TO
A CAPACITY OF

7.6 TONNES

Standard 2 wheels at rear Retractable wheel system
for lift & tilt action on on STAR P7'-STAR P10'
STAR P2’ -STARP6’ range

% Choose The Right Ladder Platform
height height Area Length weight
STAR P2' 600mm 900mm 750x900mm 1200mm 40kg
STARP3' 900mm 900mm 750x900mm 1300mm 55kg
STAR P4' 1200mm 900mm 750x900mm 1400mm  60kg
STAR P1400  1400mm 900mm 750x900mm 1600mm  70kg
STAR P5' 1500mm 900mm 750x900mm 1690mm  70kg
STAR P6' 1800mm 900mm 750x900mm 1750mm  80kg
STAR P7' 2100mm 900mm 900x900mm 1800mm  90kg
STARP8'  2400mm 900mm 900x900mm 1950mm  100kg
STAR PY' 2700mm 900mm 900x900mm 2100mm  125kg
STARP10"  3000mm 900mm  1000x1000mm  2250mm  135kg
STARP11"  3300mm 900mm 1000x1000mm ~ 2300mm  145kg
STARP12"  3600mm 900mm 1000x1000mm  2400mm  155kg

**60mm x 40mm x 3mm RHS,100mm x 40mm x 4mm Channel,48mm x 4.7mm tube,
100mm step section and 3mm checker plate. Alloy temper 6061T6. Load Rating 200 kg.
**QOur Ladder Platforms come with Engineering Certification for OH&S compliance.

HEAVY DUTY LADDER PLATFORMS
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